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SPRAYSEAL
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SAFETY

MASTON SPRAYSEAL is an easy-to-use rubberized utility coating that stops 
and seals leaks instantly.

Maston SpraySeal fills and seals leaks and cracks, providing a flexible 
water-tight seal that prevents moisture penetration, rust and corrosion. 
It has a high-build and high viscosity formula specifically developed 
to fill cracks, gaps and holes while maintaining superior flexibility even 
with temperature changes, joints of different materials and UV radiation.  
Maston SpraySeal contains almost triple solids of compared to 
conventional products. Therefore the coating seals quickly and builds a 
thick coating and allows you to spray enough material at once, without 
wasting time while the previous layer dries. Maston SpraySeal maintains its 
flexibility so it can be used to seal leaks and cracks on metal, vinyl, plastic, 
PVC, concrete and other surfaces year round. Maston SpraySeal coating 
can be used on everything from sealing leaks on sunroofs,ventilations, 
drains, ductwork and gutters to sealing small foundation cracks. This 
versatile coating can be over painted with any paint after it has dried.

BINDER: 
Rubber, solvent based

DEGREE OF GLOSS (DIN 67530 60 °):
matt 0-25 gloss units

HEAT RESISTANCE: 90 °C
STORAGE STABILITY: 60 months

RECOAT: always, 5 minutes in between layers

SIZE: 500ml 

SALES QTY: 6 pcs

Information valid at 20°C, relative air humidity 20% - 70%



Maston Oy  •  www.maston.fi  •  maston@maston.fi
Teollisuustie 10, FI-02880 Veikkola, Finland, Tel. +358 20 7188 580, Fax +358 20 7188 599

SPRAYSEAL TEST RESULTS

SALT SPRAY TEST, ASTM B117-11
• Superior salt spray resistance.
• Starting point formulation containing Kraton polymers
passes 1000 hrs on cold rolled steel panels.

ADHESION TEST, ASTM 03359
• Excellent adhesion.

IMPACT RESISTANCE TEST, ASTM 02794 
• Best in class impact resistance.
• 160 in-lbs direct and reverse impact.

UV RESISTANCE TEST
• For long term external environments.
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Art Nr Spray Seal 500ml - EU RAL Barcode

1970121-EU Spray Seal Black 500ml 9005 6412490035884

1970221-EU Spray Seal White 500ml 9003 6412490036423

1970800-EU Spray Seal Dark Grey 500ml 6412490035891

1970805-EU Spray Seal Terracotta Red 500ml 6412490045524

1970806-EU Spray Seal Dark Brown 500ml 6412490045838

Art Nr Spray Seal 500ml RAL Barcode

1970121 Spray Seal Black 500ml 9005 6412490032715

1970221 Spray Seal White 500ml 9003 6412490032722

1970800 Spray Seal Dark Grey 500ml 6412490032746

1970805 Spray Seal Terracotta Red 500ml 6412490032739

1970806 Spray Seal Dark Brown 500ml 6412490032753

Spray Seal 500ml - EU

EU LANGUAGES: EN, DE, CZ, ES, FR, HU, IT, NL, PL, PT, RO, SK

Spray Seal 500ml

OTHER: EN, FI, SE, BG, DK, EE, GR, LT, LV, NO, RU, TR


