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Hair dryer to fix to wall   

HAIR DRYER            02057 CO
DE

 

NOFER S.L. 
Avenida de la fama, 118 
08940 · Cornellà de Llobregat (Barcelona) 
Tel +34 934 742 423 · Fax +34 934 743 548 
export@nofer.com · www.nofer.com  

∙ Hot-air professional hair dryer. 
∙ Support fixed to wall. 
∙ ON/OFF switch of set with independent light pilot. 
∙ Two selectors to adjust the flow and temperature of air output with 2 

positions each. 
∙ Suitable for hotels. 
∙ Operation: Continuous pressure switch. 

∙ Support made of black ABS, and chrome plated steel. 
∙ Dimensions: 220 high x 245 wide x 118 deep mm.  
∙ Spiral cable length: 450-1000 mm. 
∙ Weight: 0,8 Kg. 
∙ Voltage: 220-240 V  
∙ Frecuency: 50-60 Hz. 
∙ Power: 1800 W (max.) – 900 W (mím.) 
∙ Power consumption: 7.8 A  
∙ Electrical insolation: Class II.  
∙ Electrical protection: IP20.  
∙ Airspeed: 72 km / h  
∙ Effective flow : 1450 l / min.  
∙ Noise level at 2m: 65dBA. 
∙ Air temperature (20ºC ambient): 63ºC to 10 cm 
∙ AC motor: 150 W and 22500 RPM. 
∙ Fixing material included. 

 

Hot-air professional hair dryer NOFER, to fix to wall. Equipped 
with two selectors to adjust the flow and the temperature of air 
output. Total power: 1800 W. Dimensions: 220 heigh x 245 wide x 
118 deep mm. 
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Ring base dimensions in mm  
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Dimensions in mm  

TECHNICAL DRAWING   

To install the hair dryer, place the ring base at the desire position. Using it like a template, mark the position of the holes  and make them through 
a 6 mm drill . Insert the dowels into the holes, place the base in right position and screw the supplied screws. Fit the vandal-proof plastic caps in 
the ring base holes (figure 2). Plug the appliance to the electric network.  From that moment, the hair dryer can stay in the ring provided for that 
purpose and is ready for use. 
 
Installation should be as shown in fig-0. The recommended heigh is 130-150 cm to floor, or 110 for adapted toilets. 
 

INSTALLATION 
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